
SUN60W-40A/H

Maximum Power (Pmax)

Maximum Power Voltage (Vmp)

Maximum Power Current (Imp)

Open-circuit Voltage (Voc)

Short-circuit Current (Isc)

Cell Type

No.of cells

Dimensions

Weight

Front Glass

Frame

Nominal capacity 40AH

Out voltage

Output current

Internal Resistance

Battery Charge

Fully charged time 4h

Cycle Life

Overcharge protection

Overdischarge protection

Charging Temperature

Discharging Temperature

Storage Temperature

weight 6kg

Power supply time

max power / Average power 

(calculated with 4G camera power)              
44h / 61h

Installation method

Dimensions

Weight

Others Packing list

Total weight 18.2kg

36 (4×9)

670*535*25mm（Single solar panel）

3.8kg（Single solar panel）

Solar panel for all 4G wifi Camera or IP PTZ Camera 
Features

1.A grade monocrystalline silicon solar panel, 120W/18V (two boards)

2.Lithium battery can be equipped with 20AH/30AH/40AH 

3.maximum output: 12V5A, 

4.Ordinary camera can supply at least 40~120 hours. 

5.Battery-specific waterproof box, with switch, aluminum alloy bracket

6.2pcs camera-specific DC interface                                                                                                                                                                                

7.Suitable for 4G speed dome camera, or ordinary IP camera (can be transmitted over wireless bridges)           

Technical  parameters

Mode Name and Description
solar panel optonal for all 4G wifi Camera or IP PTZ Camera 

18V

1.66A

21.4V

1.83A

A grade monocrystalline

Bracket

Wall mounted

1100*700*400mm

5kg

3.2mm, Anti-Reflection Coating, High Transmission, Tempered Glass

Aluminium Alloy

Battery

DC12V (2 DC interfaces)

≤5A

≤300mΩ

Standard Charge: 2A,  Quick Charge: 4A 

> 500times

DC12.6V

DC9V

Solar panels

60W 

Solar panels × 2, Lithium battery  × 1, Bracket  × 1, Expansion screw  × 4

0℃~45℃

–20℃~60℃

–20℃~40℃

Power supply time = (Battery capacity × Out voltage) / Camera power                                                        


